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The toilet compartments described on the 
following pages have been especially designed 
for beauty and appearance, strength of con¬ 
struction and durability in service. Nearly a 
quarter century of experience in engineering and 
manufacturing skill in production of precision 
tools has gone into the design and fabrication 
of our enclosures. Practical design, quality 
materials, precise fabrication and beautiful 
finishes make Accurate installations the finest 
obtainable. Hardware is of the best quality and 
designed and manufactured for durability and 
appearance. 
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Ardmore/ ceiling hung type 


CONSTRUCTION DETAILS 



Designed to be rigidly supported from 
the ceiling and providing a floor area 
free from obstructions which simplifies 
cleaning when wall hung fixtures are 
used. Structural overhead supports fur¬ 
nished by others (generally specified 
under miscellaneous ornamental iron 
contract) are to be installed 7'-6" from 
floor to insure satisfactory installation. 
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Bay port/ floor supported type 


metal toilet compartments 



Flush top gives streamlined appear¬ 
ance by eliminating overhead bracing. 
Ruggedly constructed and particularly 
desirable for schools where climbing 
may be a problem. Floor construction 
must be of sufficient strength to hold 
anchor bolts or concealed anchor plate 
must be used. 
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CONSTRUCTION DETAILS 



16 €>A. PILASTER 

HORIZONTAL SECTION 


- “STAY-LEVtL" CONCEALED 
POSITION CONTROLLED 
CAM ACTION DOOR HINGE 

(P.t. P-i) 
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Concord/ flush type 


CONSTRUCTION DETAILS 


The design and construction of this 
headrail braced compartment makes it 
a popular style because of its adapt¬ 
ability to most types of buildings. 
Recommended where no special ceiling 
and floor construction is possible. 
Strong in construction yet neat in ap¬ 
pearance. The flush partitions, doors 
and pilasters create a harmonizing 
design and provide ease in cleaning. 






KOO* surrcxmo 

URINAl SCtllN 



|f>.* c.«n 





M0RI20NTAI SECTION 

















































































































































accurate 


Drexel/ juvenile type 


metal toilet compartments 
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CONSTRUCTION DETAILS 
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Designed for use by kindergarten and 
lower grade school children where super¬ 
vision with privacy is desirable. Identi¬ 
cal in construction to Bayport floor sup¬ 
ported type except for height and 
depth. 
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Standard hardware/ fittings 



Stirrup Bracket (extruded) 
BK-306 



Pilaster Base Trim, T-5 


Cabinet Paper Holder, D-700 






Door Pull, S-41 


“STAY LEVEL” DOOR 


WITH 

stfccuvate “400” HINGE 

• Always remains level with top or bottom of 
pilasters when moving or at rest. 

• Easily adjustable to any angle or position. 

• Modern streamline appearance with hinge com¬ 
pletely contained within door. 



Slide Bar Latch, LA-22 


• Concealed hinge prevents vandalism. 



Chrome plated cast al¬ 
loy non - ferrous top 
hinge bracket. 


Cast alloy non-ferrous 
fitting is integral part 
of door forming rein¬ 
forced recess for con¬ 
cealed top pivot pin 
and bracket providing 
structural rigidity. 



Chrome plated cast al¬ 
loy non-ferrous lower 
hinge bracket. 


Accurate "400" con¬ 
cealed position control¬ 
led cam action hinge 
is completely contain¬ 
ed within door. 

Pat. Pending 



Strike and Keeper, SK-44 



Roll Paper Holder, R-200 



Coat Hook and Bumper, 400-L 
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metal toilet compartments 

20 Baked, Enamel Finishes 






Dark Red 722 


Azure Blue 715 


Deep Green 729 


■ 
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Silver Gray 712 






Sea Green 719 


Sauterne 725 


Coral Rose 718 


Iris Blue 713 





Autumn Brown 717 



Surf Green 724 


Ceramic Blue 728 


Country Green 714 




Ivory 716 


Beige 720 


Twilight Gray 727 


White 731 






Sandalwood 723 


French Gray 721 


Rose Beige 726 


Black 730 


The finest enamels scientifically formulated to produce a durable and lasting finish are available in these attrac¬ 
tive colors. 

A combination of any two colors on one order can be furnished without extra charge. 

THIS LONG LIFE FINISH INCLUDES 

1. Galvanized coating (Zinc) to prevent corrosion and increase service 
life of finish. 

2. Bonderized coating to insure perfect adhesion and further increase 
service life of finish. 

3. Phosphate coating to give additional rust resistance and further in¬ 
crease service life of finish. 

4. Rust resistance zinc chromate primer coat to insure maximum adher¬ 
ence. 

5. Two finish color coats of high temperature baked on synthetic enamel. 

Two coats of the same high grade synthetic enamel and one coat rust 

resistance primer applied over phosphatized cold rolled furniture steel 

available at lower cost if desired. 

Exact matching of colors cannot be guaranteed due to the nature of the baking process. 
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meta/ toilet compartments 


Specifications 


GENERAL —Toilet Compartments shall be (insert for type) as manu¬ 
factured by the ACCURATE PARTITIONS, INC. McCook, Illinois. 
MATERIALS— All steel sheets shall be stretcher leveled, extra smooth 
finish galvanized bonderized steel. Separating partitions and doors shall 
be 20 ga. steel. Ardmore, Bayport and Drexel type pilasters to be 16 
ga. steel, Concord type pilasters to be 20 ga. steel. Wall and pilaster 
stirrup brackets enameled to match partitions or chrome plated if speci¬ 
fied. Pilaster base trim shall be polished stainless steel. 
CONSTRUCTION— All partitions, doors, and pilasters shall be flush 
construction with fibre board sound-deadening core, cemented under 
pressure approximately one inch thick for partitions and doors, and I ^ 
inch thick for pilasters. All sheets shall have formed edges and be 
interlocked under tension with continuous crown moulding mitred and 
welded at sides and corners. Concord type (overhead braced) shall be 
securely braced with continuous 18 ga. one inch by I % inch tubular steel 
headrail extending full length of installation. 

HARDWARE —All doors to be Accurate '‘Stay-Level" non-rising 
type adjustable to permit door to remain at any desired position and 
equipped with Accurate “4 00” concealed position controlled cam 
action door hinge. Each door to be mounted with top and bottom 
chrome plated hinge brackets of cast alloy non-ferrous material. The 
top pivot hinge bracket to be recessed into the cast alloy reinforced 
inset door fitting and supported with a corrosion resistant pivot pin 
mounted in a nylon bearing and locked into door fitting above and 
below bearing point. The lower hinge bracket to be recessed into cutout 
at bottom corner of door and firmly fixed to the corrosion resistant cam 
member extended within the door against a ball bearing roller position¬ 
ing device securely fastened to door. All moving parts shall operate on 
nylon and frictionless bearings. Each door shall be fitted with heavy 
brass chrome plated strike and latch keeper, slide bar latch, coat hook 
and bumper, all fastened with tamper proof fastenings. 

FINISH —All metal shall be thoroughly cleaned and phosphatized and 
given coat of zinc chromate rust resisting primer, baked on and follow¬ 
ed by two coats of high-temperature baked synthetic enamel providing 
a uniform and protective finish. 

Specifications Subject to Change Without Notice. 

Standard Gauges and Sizes 


PART DREXEL TYPES CONCORD TYPE 

Panels 20 ga. 20 ga. 

Pilasters 16 ga. 20 ga. 

Doors 20 ga. 20 ga. 

Reinforcements 11 ga. 14 ga. 

Headrail _ 18 ga. 

COMPARTMENTS 

Width—30, 32, 34 and 36 inches, center to center of compartment 
Depth—57 inches. Height of partitions and doors—58 inches 

Distance from floor to bottom of partitions and from doors to headrail—12 inches 

Distance from floor to top of headrail—82 inches 

Distance from floor to top of partitions and doors—70 inches 

PILASTERS 

Width—4, 5, 6, 8, 10 and 12 inches 

DOORS 

Width—22, 24, 26, 28, 30, 32 and 34 inches 

The foregoing dimensions comply with the modular system of dimensional co-ordina¬ 
tion and standard stock sizes for panels, doors and pilasters. 


Sales representatives may be found by consulting the yellow pages of your local 
telephone directory or contact us direct. 


ACCURATE PARTITIONS, INC. 

McCOOK, ILLINOIS 

Chicago: Bishop 2-1042 


McCook: HUnter 5-5252 
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